
 

 

APPENDIX K – GROUNDWATER SAMPLING FORMS



FIELD GROUND-WATER SAMPLING DATA FORM 

DATE: 11/7/2014 SITE: NEODESHA, KS VAPOR READING at WELLHEAD: NA 

PROJECT NUMBER: 80435 WEATHER: 30's to 50's, Sunny 

DEPTH TO WATER (ft TOO): 4.65' 

TOTAL DEPTH (ft TOO): 25.55' 

WELL DIAMETER (inches): 2in 

Immiscible Layer Observed? (Y/N): N Thickness of Immiscible Layer: NA 
PURGING 

CASING VOLUME CALCULATION: 20.90 ft of water in casing X 0.0408 gallons/foot = 3.4 total gallons/casing volume 

Equipment Used: Dedicated Bladder Pump Nondedicated Bladder Pump Bailer Other: Peristaltic Pump 

WELL IDENTIFICATION 

MW-144 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
pH Temp. 

(°C) 
Conductivity 

(mS/cm) 
Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

654 I 7.3 14.1 571 364 83.1 34.7 4.65 

712 3.4 7.18 14.53 557 96.8 64.2 23.8 NA 

732 6.8 7.16 14.77 559 49.2 55.5 14.7 NA 

748 10.2 7.16 14.7 559 39.8 39.4 19.5 NA 

806 13.6 7.16 14.78 556 36.8 33.1 18.7 NA 

822 17.0 7.17 14.77 554 34.1 36.7 16.8 NA 

Continued on next page (circle one): yes (no) 

Well Purged to Dryness? (Y/N): N Time to Recharge: NA Depth to Water (ft TOC): NA 

SAMPLING Equipment Used: Same as above Other: Bailer for VOCs 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
pH Temp. 

(°C) 
Conductivity 

(mS/cm) 
Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

825 17.0 7.17 14.77 554 34.1 36.7 16.8 NA 

FINAL DEPTH TO WATER (ft TOC): NA TIME FINAL DEPTH TAKEN: NA 

SAMPLE ID: MW-144/GW-01 SAMPLE ID FOR QC: NA 

PARAMETERS REQUESTED FOR ANALYSIS: VOCs, SVOCs, PAHs, RCRA-8, TPH 

IDW PURGE WATER TOTAL: 17.0 GAL FLOW THROUGH CELL MODEL #: NA 

Field Sampler(s) Name(s): Jason Yeager 

NAME SIGNATURE DATE 

PREPARED: Jason Yeager H - 1  



FIELD GROUND-WATER SAMPLING DATA FORM (continued) 

DATE: 11/6/2014 SITE: NEODESHA, KS VAPOR READING at WELLHEAD: NA 

PROJECT NUMBER: 80435 WEATHER: 40's to 50's, Sunny 

DEPTH TO WATER (ft TOO): 14.06' 

TOTAL DEPTH (ft TOO): 30.68' 

WELL DIAMETER (inches): 2in 

Immiscible Layer Observed? (Y/N): N Thickness of Immiscible Layer: NA 
PURGING 

CASING VOLUME CALCULATION: 16.62 ft of water in casing X 0.0408 gallons/foot = 2.7 total gallons/casing volume 

Equipment Used: Dedicated Bladder Pump Nondedicated Bladder Pump Bailer Other: Peristaltic Pump 

WELL IDENTIFICATION 

MW-145 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
pH Temp. 

PC) 
Conductivity 

(mS/cm) 
Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1129 I 6.96 15.7 947 OOR 50.7 67.7 14.06 

1138 2.7 6.84 15.59 888 50.1 62.2 26.1 NA 

1150 5.4 6.83 15.54 892 24.5 9.5 25 NA 

1202 8.1 6.84 15.57 897 16 -9.6 23.8 NA 

1214 10.8 6.68 15.56 899 13.8 -9.8 28.6 NA 
1226 13.5 6.84 15.56 896 13.6 -8.7 20.7 NA 
1238 16.2 6.85 15.57 889 12.9 -8.1 18.4 NA 

Continued on next page (circle one): yes ( no ) 

Well Purged to Dryness? (Y/N): N Time to Recharge: NA Depth to Water (ft TOC): NA 

SAMPLING Equipment Used: Same as above Other: Bailer for VOCs 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
PH 
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 Conductivity 

(mS/cm) 
Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1241 16.2 6.85 15.57 889 12.9 -8.1 18.4 NA 

FINAL DEPTH TO WATER (ft TOC): NA TIME FINAL DEPTH TAKEN: NA 

SAMPLE ID: MW-145/GW-01 SAMPLE ID FOR QC: DUP-02 

PARAMETERS REQUESTED FOR ANALYSIS: VOCs, SVOCs, PAHs, RCRA-8, TPH 

IDW PURGE WATER TOTAL: 16.2 GAL FLOW THROUGH CELL MODEL #: NA 

Field Sampler(s) Name(s): Jason Yeager 

NAME SIGNATURE DATE 

PREPARED: Jason Yeager //- 6. - !<-! 



FIELD GROUND-WATER SAMPLING DATA FORM (continued) 

DATE: 11/6/2014 SITE: NEODESHA, KS VAPOR READING at WELLHEAD: NA 

PROJECT NUMBER: 80435 WEATHER: 40's to 50's, Sunny 

DEPTH TO WATER (ft TOC): 13.16' 

TOTAL DEPTH (ft TOC): 25.80' 

WELL DIAMETER (inches): 2in 

Layer Observed? (Y/N): N Thickness of Immiscible Layer: NA 

CASING VOLUME CALCULATION: 12.64 ft of water in casing X 0.0408 gallons/foot = 2.1 total gallons/casing volume 

Equipment Used: Dedicated Bladder Pump Nondedicated Bladder Pump Bailer Other: Peristaltic Pump 

WELL IDENTIFICATION 

Immiscible 
PURGING 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
pH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1304 I 7.08 14.84 992 OOR -4 55.2 4.8 

1314 2.1 7.01 14.76 774 52 4.2 28.6 NA 

1324 4.1 6.96 14.67 751 37.5 -14.6 27.7 NA 

1334 6.2 6.97 14.63 733 30.7 -18.4 25.2 NA 

1344 8.2 6.96 14.61 731 32.6 -21.3 20.6 NA 

1354 10.3 6.96 14.61 731 33.2 -23 16.7 NA 

Continued on next page (circle one): yes ( no) 

Well Purged to Dryness? (Y/N): N Time to Recharge: NA Depth to Water (ft TOC): NA 

SAMPLING Equipment Used: Same as above Other: Bailer for VOCs 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
pH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1357 10.3 6.96 14.61 731 33.2 -23 16.7 NA 

FINAL DEPTH TO WATER (ft TOC): NA TIME FINAL DEPTH TAKEN: NA 

SAMPLE ID: MW-146/GW-01 SAMPLE ID FOR QC: NA 

PARAMETERS REQUESTED FOR ANALYSIS: VOCs, SVOCs, PAHs, RCRA-8, TPH 

IDW PURGE WATER TOTAL: 10.3 GAL FLOW THROUGH CELL MODEL #: NA 

Field Sampler(s) Name(s): Jason Yeager 

NAME SIGNATURE DATE 

PREPARED: Jason Yeager //- G>~W 



FIELD GROUND-WATER SAMPLING DATA FORM (continued) 

DATE: 11/6/2014 SITE: NEODESHA, KS VAPOR READING at WELLHEAD: NA 

PROJECT NUMBER: 80435 WEATHER: 40's to 50's, Sunny 

DEPTH TO WATER (ft TOC): 12.81' 

TOTAL DEPTH (ft TOC): 28.98' 

WELL DIAMETER (inches): 2in 

Immiscible Layer Observed? (Y/N): N Thickness of Immiscible Layer: NA 
PURGING 

CASING VOLUME CALCULATION: 16.17 ft of water in casing X 0.0408 gallons/foot = 2.6 total gallons/casing volume 

Equipment Used: Dedicated Bladder Pump Nondedicated Bladder Pump Bailer Other: Peristaltic Pump 

WELL IDENTIFICATION 

MW-147 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
pH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1413 I 7.11 14.98 587 456 92 43.4 12.81 

1424 2.6 7.09 15.14 578 47.1 68.8 37.8 NA 

1435 5.2 7.11 14.87 578 27.2 21.2 34.7 NA 

1446 7.8 7.09 14.72 575 31.2 -10.3 32.8 NA 

1458 10.4 7.09 14.69 573 29.2 -33.8 34.1 NA 

1510 13.0 7.09 14.69 571 33.9 -37 30.3 NA 

Continued on next page (circle one): yes ( no) 

Well Purged to Dryness? (Y/N): N Time to Recharge: NA Depth to Water (ft TOC): NA 

SAMPLING Equipment Used: Same as above Other: Bailer for VOCs 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
PH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1513 13.0 7.09 14.69 571 33.9 -37 30.3 NA 

FINAL DEPTH TO WATER (ft TOC): NA TIME FINAL DEPTH TAKEN: NA 

SAMPLE ID: MW-147/GW-01 SAMPLE ID FOR QC: NA 

PARAMETERS REQUESTED FOR ANALYSIS: VOCs, SVOCs, PAHs, RCRA-8, TPH 

IDW PURGE WATER TOTAL: 13.0 GAL FLOW THROUGH CELL MODEL #: NA 

Field Sampler(s) Name(s): Jason Yeager 

NAME SIGNATURE DATE 

PREPARED: Jason Yeager < — //- U-/V 



FIELD GROUND-WATER SAMPLING DATA FORM (continued) 

DATE: 11/6/2014 SITE: NEODESHA, KS VAPOR READING at WELLHEAD: NA 

PROJECT NUMBER: 80435 WEATHER: 40's to 50's, Sunny 

DEPTH TO WATER (ft TOO): 9.12' 

TOTAL DEPTH (ft TOO): 30.73' 

WELL DIAMETER (inches): 2in 

Immiscible Layer Observed? (Y/N): N Thickness of Immiscible Layer: NA 
PURGING 

CASING VOLUME CALCULATION: 21.61 ft of water in casing X 0.0408 gallons/foot = 3.5 total gallons/casing volume 

Equipment Used: Dedicated Bladder Pump Nondedicated Bladder Pump Bailer Other: Peristaltic Pump 

WELL IDENTIFICATION 

MW-148 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
PH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

901 I 6.9 15.66 2191 572 -17.7 78.5 9.12 

916 3.5 6.83 16.26 2180 10.1 15.9 45.5 NA 

931 7.0 6.71 16.44 2060 4.13 40.7 33.6 NA 

946 10.5 6.68 16.28 2043 4.75 47.4 30.7 NA 

1001 14.0 6.68 16.23 2025 4.16 43.8 35.4 NA 

1016 17.5 6.67 16.25 2033 4.93 46.6 26.7 NA 

Continued on next page (circle one): yes ( no) 

Well Purged to Dryness? (Y/N): N Time to Recharge: NA Depth to Water (ft TOC): NA 

SAMPLING Equipment Used: Same as above Other: Bailer for VOCs 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
pH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1020 17.5 6.67 16.25 2033 4.93 46.6 26.7 NA 

FINAL DEPTH TO WATER (ft TOC): NA TIME FINAL DEPTH TAKEN: NA 

SAMPLE ID: MW-148/GW-01 SAMPLE ID FOR QC: MW-148/MS/MSD 

PARAMETERS REQUESTED FOR ANALYSIS: VOCs, SVOCs, PAHs, RCRA-8, TPH 

IDW PURGE WATER TOTAL: 17.5 GAL FLOW THROUGH CELL MODEL #: NA 

Field Sampler(s) Name(s): Jason Yeager 

NAME SIGNATURE DATE 

PREPARED: Jason Yeager 



FIELD GROUND-WATER SAMPLING DATA FORM (continued) 

DATE: 11/4/2014 SITE: NEODESHA, KS VAPOR READING at WELLHEAD: NA 

PROJECT NUMBER: 80435 WEATHER: 50's to 60's, Cloudy 

DEPTH TO WATER (ft TOC): 25.25' 

TOTAL DEPTH (ft TOC): 28.44' 

WELL DIAMETER (inches): 2in 

Immiscible Layer Observed? (Y/N): N Thickness of Immiscible Layer: NA 
PURGING 

CASING VOLUME CALCULATION: 3.19 ft of water in casing X 0.0408 gallons/foot = 0.5 total gallons/casing volume 

Equipment Used: Dedicated Bladder Pump Nondedicated Bladder Pump Bailer Other: Peristaltic Pump 

WELL IDENTIFICATION 

MW-149 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
PH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1725 I 6.98 15.66 891 349 -80.3 51.9 25.25 

1729 0.5 7.04 16.21 905 32.5 -90.1 50.9 NA 

1733 1.0 7.05 16.29 905 7.12 -90.7 48.3 NA 

1736 1.5 7.04 16.36 908 4.78 -91.7 44.6 NA 

1739 2.0 7.02 16.29 908 2.81 -96.0 42.3 NA 

1743 2.5 7.03 16.31 910 1.89 -96.4 50.8 NA 

1747 3.0 7.03 16.3 910 1.58 -98.5 46.4 NA 

1750 3.5 7.02 16.29 912 1.66 •S -97.8 47.3 NA 
Continued on next page (circle one): yes (no) 

Well Purged to Dryness? (Y/N): N Time to Recharge: NA Depth to Water (ft TOC): NA 

SAMPLING Equipment Used: Same as above Other: Bailer for VOCs 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
PH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1754 3.5 7.02 16.29 912 1.66 -97.8 47.3 NA 

FINAL DEPTH TO WATER (ft TOC): NA TIME FINAL DEPTH TAKEN: NA 

SAMPLE ID: MW-149/GW-01 SAMPLE ID FOR QC: NA 

PARAMETERS REQUESTED FOR ANALYSIS: VOCs, SVOCs, PAHs, RCRA-8, TPH 

IDW PURGE WATER TOTAL: 3.5 GAL FLOW THROUGH CELL MODEL #: NA 

Field Sampler(s) Name(s): Jason Yeager 

NAME SIGNATURE DATE 

PREPARED: Jason Yeager CT^L-



FIELD GROUND-WATER SAMPLING DATA FORM (continued) 

DATE: 11/4/2014 SITE: NEODESHA, KS VAPOR READING at WELLHEAD: NA 

PROJECT NUMBER: 80435 WEATHER: 50's to 60's, Cloudy 

DEPTH TO WATER (ft TOC): 21.54' 

TOTAL DEPTH (ft TOC): 28.20' 

WELL DIAMETER (inches): 2in 

Immiscible Layer Observed? (Y/N): N Thickness of Immiscible Layer: NA 
PURGING 

CASING VOLUME CALCULATION: 6.66 ft of water in casing X 0.0408 gallons/foot = 1.1 total gallons/casing volume 

Equipment Used: Dedicated Bladder Pump Nondedicated Bladder Pump Bailer Other: Peristaltic Pump 

WELL IDENTIFICATION 

MW-150 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
PH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1615 I 7.03 15.79 974 983 -70.4 70.9 21.54 

1622 1.1 6.99 16.03 899 59.3 -55.9 41.1 NA 

1629 2.2 7.01 16.07 877 214 -72.1 54.3 NA 

1634 3.3 7.02 16.08 875 153 -82.4 44.9 NA 

1639 4.4 7 16.03 859 68.8 -83.9 43.5 NA 

1644 5.5 6.99 16.01 856 71.6 -86.1 40.3 NA 

1649 6.6 6.98 16.01 850 61.4 -84.7 38.5 NA 

Continued on next page (circle one): yes ( no J 
Well Purged to Dryness? (Y/N): N Time to Recharge: NA Depth to Water (ft TOC): NA 

SAMPLING Equipment Used: Same as above Other: Bailer for VOCs 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
PH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1654 6.6 6.98 16.01 850 61.4 -84.7 38.5 NA 

FINAL DEPTH TO WATER (ft TOC): NA TIME FINAL DEPTH TAKEN: NA 

SAMPLE ID: MW-150/GW-01 SAMPLE ID FOR QC: NA 

PARAMETERS REQUESTED FOR ANALYSIS: VOCs, SVOCs, PAHs, RCRA-8, TPH 

IDW PURGE WATER TOTAL: 6.6 GAL FLOW THROUGH CELL MODEL #: NA 

Field Sampler(s) Name(s): Jason Yeager 

NAME SIGNATURE DATE 



FIELD GROUND-WATER SAMPLING DATA FORM (continued) 

DATE: 11/4/2014 SITE: NEODESHA, KS VAPOR READING at WELLHEAD: NA 

PROJECT NUMBER: 80435 WEATHER: 50's to 60's, Cloudy 

DEPTH TO WATER (ftTOC): 22.92' 

TOTAL DEPTH (ft TOC): 29.03' 

WELL DIAMETER (inches): 2in 

Layer Observed? (Y/N): N Thickness of Immiscible Layer: NA 

CASING VOLUME CALCULATION: 6.11 ft of water in casing X 0.0408 gallons/foot = 1.0 total gallons/casing volume 

Equipment Used: Dedicated Bladder Pump Nondedicated Bladder Pump Bailer Other: Peristaltic Pump 

WELL IDENTIFICATION 

Immiscible 
PURGING 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
pH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1408 I 6.84 16.62 911 771 -37.4 32.2 22.92 

1416 1.0 6.84 16.38 883 71.2 -67.6 31.5 NA 

1421 2.0 6.79 16.33 879 27.8 -72.2 26.7 NA 

1429 3.0 6.79 16.29 872 15.6 -75.1 31.2 NA 

1435 4.0 6.79 16.28 874 9.23 -77.0 38.1 NA 

1440 5.0 6.77 16.25 872 10.1 -72.6 32.6 NA 

1445 6.0 6.77 16.23 867 9.03 -76.4 27.8 NA 

Continued on next page (circle one): yes ( no ) 

Well Purged to Dryness? (Y/N): N Time to Recharge: NA Depth to Water (ft TOC): NA 

SAMPLING Equipment Used: Same as above Other: Bailer for VOCs 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
PH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1449 6.0 6.77 16.23 867 9.03 -76.4 27.8 NA 

FINAL DEPTH TO WATER (ft TOC): NA TIME FINAL DEPTH TAKEN: NA 

SAMPLE ID: MW-151/GW-01 SAMPLE ID FOR QC: NA 

PARAMETERS REQUESTED FOR ANALYSIS: VOCs, SVOCs, PAHs, RCRA-8, TPH 

IDW PURGE WATER TOTAL: 6.0 GAL FLOW THROUGH CELL MODEL #: NA 

Field Sampler(s) Name(s): Jason Yeager 

NAME SIGNATURE DATE 

PREPARED: Jason Yeager / / - V - / V  



FIELD GROUND-WATER SAMPLING DATA FORM (continued) 

DATE: 11/4/2014 SITE: NEODESHA, KS VAPOR READING at WELLHEAD: NA 

PROJECT NUMBER: 80435 WEATHER: 40's to 50's, Cloudy 

DEPTH TO WATER (ft TOO): 17.55' 

TOTAL DEPTH (ft TOO): 22.74' 

WELL DIAMETER (inches): 2in 

Layer Observed? (Y/N): N Thickness of Immiscible Layer: NA 

CASING VOLUME CALCULATION: 5.19 ft of water in casing X 0.0408 gallons/foot = 0.8 total gallons/casing volume 

Equipment Used: Dedicated Bladder Pump Nondedicated Bladder Pump Bailer Other: Peristaltic Pump 

WELL IDENTIFICATION 

Immiscible 
PURGING 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
PH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

737 I 7.21 15.09 637 248 -75.3 28.5 17.55 

746 0.8 7.01 15.86 642 48.2 -79.1 21.7 NA 

754 1.6 7.00 15.97 643 22.0 -81.2 22.4 NA 

803 2.5 6.99 15.89 634 16.2 -78.9 22.7 NA 

812 3.3 6.98 15.77 633 10.1 -85.4 25.9 NA 

821 4.1 6.98 15.77 630 5.52 -82.6 21.8 NA 

830 4.9 6.97 15.85 626 2.41 -80.5 22.6 17.74 

Continued on next page (circle one): yes (no) 

Well Purged to Dryness? (Y/N): N Time to Recharge: NA Depth to Water (ft TOC): NA 

SAMPLING Equipment Used: Same as above Other: Bailer for VOCs 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
pH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

833 4.9 6.97 15.85 626 2.41 -80.5 22.6 17.74 

FINAL DEPTH TO WATER (ft TOC): 17.74 TIME FINAL DEPTH TAKEN: 0830 

SAMPLE ID: MW-152/GW-01 SAMPLE ID FOR QC: MW-152/MS/MSD 

PARAMETERS REQUESTED FOR ANALYSIS: VOCs, SVOCs, PAHs, RCRA-8, TPH 

IDW PURGE WATER TOTAL: 4.9 GAL FLOW THROUGH CELL MODEL #: NA 

Field Sampler(s) Name(s): Jason Yeager 

NAME SIGNATURE DATE 

PREPARED: Jason Yeager . T2L. W-V-/V 



FIELD GROUND-WATER SAMPLING DATA FORM 

DATE: 11/5/2014 SITE: NEODESHA, KS VAPOR READING at WELLHEAD: NA 

PROJECT NUMBER: 80435 WEATHER: 30's to 60's, Partly Cloudy 

DEPTH TO WATER (ft TOO): 8.58' 

TOTAL DEPTH (ft TOO): 17.97' 

WELL DIAMETER (inches): 2in 

Immiscible Layer Observed? (Y/N): N Thickness of Immiscible Layer: NA 
PURGING 

CASING VOLUME CALCULATION: 9.39 ft of water in casing X 0.0408 gallons/foot = 1.5 total gallons/casing volume 

Equipment Used: Dedicated Bladder Pump Nondedicated Bladder Pump Bailer Other: Peristaltic Pump 

WELL IDENTIFICATION 

MW-153 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
pH Temp. 

(°C) 
Conductivity 

(mS/cm) 
Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 
823 I 7.91 18.24 839 OOR -120.1 61.7 8.58 

833 1.5 7.97 19.37 822 OOR -99.4 60.6 NA 

843 3.0 7.89 19.65 791 497 -44.1 73.8 NA 

853 4.6 7.55 19.51 776 18.7 -14.2 68.7 NA 

903 6.1 7.44 19.71 767 241 0.1 64.4 NA 

913 7.6 7.44 19.73 761 229 0.2 62.4 NA 

923 9.1 7.43 19.68 764 231 0.6 61.5 NA 

Continued on next page (circle one): yes f no| 

Well Purged to Dryness? (Y/N): N Time to Recharge: NA Depth to Water (ft TOC): NA 

SAMPLING Equipment Used: Same as above Other: Bailer for VOCs 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
PH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 
927 9.1 7.43 19.68 764 231 0.6 61.5 NA 

FINAL DEPTH TO WATER (ft TOC): NA TIME FINAL DEPTH TAKEN: NA 

SAMPLE ID: MW-153/GW-01 SAMPLE ID FOR QC: NA 

PARAMETERS REQUESTED FOR ANALYSIS: VOCs, SVOCs, PAHs, RCRA-8, TPH 

IDW PURGE WATER TOTAL: 9.1 GAL FLOW THROUGH CELL MODEL #: NA 

Field Sampler(s) Name(s): Jason Yeager 

NAME SIGNATURE DATE 

PREPARED: Jason Yeager /// yZo/V 



FIELD GROUND-WATER SAMPLING DATA FORM (continued) 

DATE: 11/4/2014 SITE: NEODESHA, KS VAPOR READING at WELLHEAD: NA 

PROJECT NUMBER: 80435 WEATHER: 40's to 50's, Cloudy 

DEPTH TO WATER (ft TOC): 14.35' 

TOTAL DEPTH (ft TOC): 19.79' 

WELL DIAMETER (inches): 2in 

Immiscible Layer Observed? (Y/N): N Thickness of Immiscible Layer: NA 
PURGING 

CASING VOLUME CALCULATION: 5.44 ft of water in casing X 0.0408 gallons/foot = 0.9 total gallons/casing volume 

Equipment Used: Dedicated Bladder Pump Nondedicated Bladder Pump Bailer Other: Peristaltic Pump 

WELL IDENTIFICATION 

MW-154 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
pH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1022 I 7.30 17.23 852 2.41 10.2 28.4 14.35 

1028 0.9 7.11 18.12 867 118 -53.6 52.7 NA 

1038 1.8 7.05 18.34 757 8.9 -81.5 57.0 NA 

1046 2.7 7.05 18.40 751 3.63 -100.2 42.9 NA 

1053 3.6 7.05 18.49 749 2.99 -98.5 44.5 NA 

1102 4.5 7.03 18.39 747 2.46 -102.8 40.1 NA 

Continued on next page (circle one): yes (no) 

Well Purged to Dryness? (Y/N): N Time to Recharge: NA Depth to Water (ft TOC): NA 

SAMPLING Equipment Used: Same as above Other: Bailer for VOCs 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
PH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1102 4.5 7.03 18.39 747 2.46 -102.8 40.1 NA 

FINAL DEPTH TO WATER (ft TOC): NA TIME FINAL DEPTH TAKEN: NA 

SAMPLE ID: MW-154/GW-01 SAMPLE ID FOR QC: NA 

PARAMETERS REQUESTED FOR ANALYSIS: VOCs, SVOCs, PAHs, RCRA-8, TPH 

IDW PURGE WATER TOTAL: 4.5 GAL FLOW THROUGH CELL MODEL #: NA 

Field Sampler(s) Name(s): Jason Yeager 

NAME SIGNATURE DATE 

PREPARED: Jason Yeager 



FIELD GROUND-WATER SAMPLING DATA FORM (continued) 

DATE: 11/4/2014 SITE: NEODESHA, KS VAPOR READING at WELLHEAD: NA 

PROJECT NUMBER: 80435 WEATHER: 50's to 60's, Cloudy 

DEPTH TO WATER (ft TOC): 18.41' 

TOTAL DEPTH (ft TOC): 24.32' 

WELL DIAMETER (inches): 2in 

Layer Observed? (Y/N): N Thickness of Immiscible Layer: NA 

CASING VOLUME CALCULATION: 5.91 ft of water in casing X 0.0408 gallons/foot = 0.9 total gallons/casing volume 

Equipment Used: Dedicated Bladder Pump Nondedicated Bladder Pump Bailer Other: Peristaltic Pump 

WELL IDENTIFICATION 

Immiscible 
PURGING 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
PH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1154 I 7.65 16.55 890 OOR 39 52.8 18.41 

1206 0.9 7.35 16.92 831 OOR 53.2 61.5 NA 

1211 1.9 7.19 17.13 907 OOR 56.5 56.7 NA 

1221 2.9 7.07 17.04 988 181 48.6 55.2 NA 

1229 3.8 6.96 16.99 1012 84.8 32.0 51.6 NA 

1237 4.7 6.92 16.99 1033 17.1 27.6 52.1 NA 

1244 5.6 6.89 17.01 1043 14.8 28.8 60.3 NA 

1251 6.6 6.86 16.99 1045 12.1 „ ̂  28.1 64.3 NA 
Continued on next page (circle one): yes I no) 

Well Purged to Dryness? (Y/N): N Time to Recharge: NA Depth to Water (ft TOC): NA 

SAMPLING Equipment Used: Same as above Other: Bailer for VOCs 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
pH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1255 6.6 6.86 16.99 1045 12.1 28.1 64.3 NA 

FINAL DEPTH TO WATER (ft TOC): NA TIME FINAL DEPTH TAKEN: NA 

SAMPLE ID: MW-155/GW-01 SAMPLE ID FOR QC: DUP-01 

PARAMETERS REQUESTED FOR ANALYSIS: VOCs, SVOCs, PAHs, RCRA-8, TPH 

IDW PURGE WATER TOTAL: 6.6 GAL FLOW THROUGH CELL MODEL #: NA 

Field Sampler(s) Name(s): Jason Yeager 

NAME SIGNATURE DATE 

PREPARED: Jason Yeager W - V - / 7  



FIELD GROUND-WATER SAMPLING DATA FORM (continued) 

DATE: 11/5/2014 SITE: NEODESHA, KS VAPOR READING at WELLHEAD: NA 

PROJECT NUMBER: 80435 WEATHER: 30's to 60's, Partly Cloudy 

DEPTH TO WATER (ftTOC}: 15.90' 

TOTAL DEPTH (ftTOC): 21.77' 

WELL DIAMETER (inches): 2in 

Immiscible Layer Observed? (Y/N): N Thickness of Immiscible Layer: NA 
PURGING 

CASING VOLUME CALCULATION: 5,87 ft of water in casing X 0.0408 gallons/foot = 0.9 total gallons/casing volume 

Equipment Used: Dedicated Bladder Pump Nondedicated Bladder Pump Bailer Other: Peristaltic Pump 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
PH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

657 I 7.15 16.05 633 607 -64.2 62.5 15.9 

703 0.9 7.1 16.35 638 41.2 -104.1 40.7 NA 

709 1.8 7.07 16.31 691 13.3 -109.3 43.1 NA 

715 2.8 7.06 16.34 723 11.6 -111.3 43.6 NA 

721 3.7 7.05 16.33 727 6.37 -114.6 39.2 NA 

726 4.7 7.05 16.33 742 7.11 -116 37.8 NA 

732 5.6 7.05 16.34 735 6.38 -115.4 34.5 NA 

Continued on next page (circle one): yes 1 no} 

Well Purged to Dryness? (Y/N): N Time to Recharge: NA Depth to Water (ft TOC): NA 

SAMPLING Equipment Used: Same as above Other: Bailer for VOCs 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
pH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1917 5.6 7.05 16.34 735 6.38 -115.4 34.5 NA 

FINAL DEPTH TO WATER (ft TOC): NA TIME FINAL DEPTH TAKEN: NA 

SAMPLE ID: MW-156/GW-01 SAMPLE ID FOR QC: NA 

PARAMETERS REQUESTED FOR ANALYSIS: VOCs, SVOCs, PAHs, RCRA-8, TPH 

IDW PURGE WATER TOTAL: 5.6 GAL FLOW THROUGH CELL MODEL #: NA 

Field Sampler(s) Name(s): Jason Yeager 

NAME SIGNATURE DATE 

PREPARED: Jason Yeager //-5-/V 

WELL IDENTIFICATION 

MW-156 



FIELD GROUND-WATER SAMPLING DATA FORM (continued) 

DATE: 11/5/2014 SITE: NEODESHA, KS VAPOR READING at WELLHEAD: NA 

PROJECT NUMBER: 80435 WEATHER: 30's to 60's, Partly Cloudy 

DEPTH TO WATER (ft TOC): 19.67' 

TOTAL DEPTH (ft TOC): 24.33' 

WELL DIAMETER (inches): 2in 

Layer Observed? (Y/N): N Thickness of Immiscible Layer: NA 

CASING VOLUME CALCULATION: 4.66 ft of water in casing X 0.0408 gallons/foot = 0.8 total gallons/casing volume 

Equipment Used: Dedicated Bladder Pump Nondedicated Bladder Pump Bailer Other: Peristaltic Pump 

WELL IDENTIFICATION 

Immiscible 
PURGING 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
pH 

—I
 

^
 <

5 
O

 3
 

w
 -

p Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1726 I 7.12 17.31 1178 OOR -98.4 39.6 19.67 

1731 0.8 6.97 17.65 1168 99.5 -74.5 32.3 NA 

1736 1.5 6.99 17.66 1175 7.82 -72.7 30.3 NA 

1741 2.3 6.99 17.67 1173 2.81 -79.8 25.6 NA 

1746 3.0 7 17.66 1171 2.99 -81.2 20.3 NA 

1751 3.8 7 17.67 1169 3.22 -89.9 19.9 NA 

Continued on next page (circle one): yes I no) 

Well Purged to Dryness? (Y/N): N Time to Recharge: NA Depth to Water (ft TOC): NA 

SAMPLING Equipment Used: Same as above Other: Bailer for VOCs 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
pH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1754 3.8 7 17.67 1169 3.22 -81.9 19.9 NA 

FINAL DEPTH TO WATER (ft TOC): NA TIME FINAL DEPTH TAKEN: NA 

SAMPLE ID: MW-157/GW-01 SAMPLE ID FOR QC: NA 

PARAMETERS REQUESTED FOR ANALYSIS: VOCs, SVOCs, PAHs, RCRA-8, TPH 

IDW PURGE WATER TOTAL: 3.8 GAL FLOW THROUGH CELL MODEL #: NA 

Field Sampler(s) Name(s): Jason Yeager 

NAME SIGNATURE DATE 

PREPARED: Jason Yeager ^ //~S -/<V 



FIELD GROUND-WATER SAMPLING DATA FORM (continued) 

DATE: 11/5/2014 SITE: NEODESHA, KS VAPOR READING at WELLHEAD: NA 

PROJECT NUMBER: 80435 WEATHER: 30's to 60's, Partly Cloudy 

DEPTH TO WATER (ft TOC): 19.52' 

TOTAL DEPTH (ft TOC): 26.04' 

WELL DIAMETER (inches): 2in 

Immiscible Layer Observed? (Y/N): N Thickness of Immiscible Layer: NA 
PURGING 

CASING VOLUME CALCULATION: 6.52 ft of water in casing X 0.0408 gallons/foot = 1.1 total gallons/casing volume 

Equipment Used: Dedicated Bladder Pump Nondedicated Bladder Pump Bailer Other: Peristaltic Pump 

WELL IDENTIFICATION 

MW-158 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
PH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1622 I 7.09 17.06 1401 267 -109.4 39.3 19.52 

1629 1.1 7.12 16.9 1333 76.2 -111.4 29.6 NA 

1635 2.2 7.11 16.83 1305 23.4 -116.1 27.6 NA 

1641 3.2 7.1 16.77 1291 17.6 -118.3 25.8 NA 

1647 4.3 7.11 16.79 1296 8.98 -120.6 19.4 NA 

1653 5.3 7.11 16.77 1292 8.61 -124.9 17.3 NA 

1700 6.3 7.12 16.78 1292 9.17 -123.2 16.9 NA 

Continued on next page (circle one): yes ( no) 

Well Purged to Dryness? (Y/N): N Time to Recharge: NA Depth to Water (ft TOC): NA 

SAMPLING Equipment Used: Same as above Other: Bailer for VOCs 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
pH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1703 6.3 7.12 16.78 1292 9.17 -123.2 16.9 NA 

FINAL DEPTH TO WATER (ft TOC): NA TIME FINAL DEPTH TAKEN: NA 

SAMPLE ID: MW-158/GW-01 SAMPLE ID FOR QC: NA 

PARAMETERS REQUESTED FOR ANALYSIS: VOCs, SVOCs, PAHs, RCRA-8, TPH 

IDW PURGE WATER TOTAL: 6.3 GAL FLOW THROUGH CELL MODEL #: NA 

Field Sampler(s) Name(s): Jason Yeager 

NAME SIGNATURE DATE 

PREPARED: Jason Yeager 



FIELD GROUND-WATER SAMPLING DATA FORM (continued) 

DATE: 11/5/2014 SITE: NEODESHA, KS VAPOR READING at WELLHEAD: NA 

PROJECT NUMBER: 80435 WEATHER: 30's to 60's, Partly Cloudy 

DEPTH TO WATER (ft TOO): 14.99' 

TOTAL DEPTH (ft TOO): 19.62' 

WELL DIAMETER (inches): 2in 

Immiscible Layer Observed? (Y/N): N Thickness of Immiscible Layer: NA 
PURGING 

CASING VOLUME CALCULATION: 4.63 ft of water in casing X 0.0408 gallons/foot = 0.75 total gallons/casing volume 

Equipment Used: Dedicated Bladder Pump Nondedicated Bladder Pump Bailer Other: Peristaltic Pump 

WELL IDENTIFICATION 

MW-159 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
PH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1523 I 7.08 19.77 1428 66 -112.9 27.9 14.99 

1528 0.75 7 18.96 1439 19.8 -119.3 24.3 NA 

1533 1.5 7.03 18.73 1418 13.3 -120.5 25.4 NA 

1538 2.25 7.02 18.77 1412 7.04 -120.4 24.7 NA 

1543 3.0 7.02 18.74 1409 4.09 -122.8 22.4 NA 
1548 3.75 7.03 18.77 1404 4.65 -122.4 19.7 NA 

1553 4.5 7.02 18.76 1401 4.14 -121.9 15.6 NA 

Continued on next page (circle one): yes f no) 

Well Purged to Dryness? (Y/N): N Time to Recharge: NA Depth to Water (ft TOC): NA 

SAMPLING Equipment Used: Same as above Other: Bailer for VOCs 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
pH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1556 4.5 7.02 18.76 1401 4.14 -121.9 15.6 NA 

FINAL DEPTH TO WATER (ft TOC): NA TIME FINAL DEPTH TAKEN: NA 

SAMPLE ID: MW-159/GW-01 SAMPLE ID FOR QC: NA 

PARAMETERS REQUESTED FOR ANALYSIS: VOCs, SVOCs, PAHs, RCRA-8, TPH 

IDW PURGE WATER TOTAL: 4.5 GAL FLOW THROUGH CELL MODEL #: NA 

Field Sampler(s) Name(s): Jason Yeager 

NAME SIGNATURE DATE 

PREPARED: Jason Yeager '-r--' 



FIELD GROUND-WATER SAMPLING DATA FORM (continued) 

DATE: 11/7/2014 SITE: NEODESHA, KS VAPOR READING at WELLHEAD: NA 

PROJECT NUMBER: 80435 WEATHER: 30's to 50's, Sunny 

DEPTH TO WATER (ft TOO): 14.76' 

TOTAL DEPTH (ft TOO): 23.51' 

WELL DIAMETER (inches): 2in 

Layer Observed? (Y/N): N Thickness of Immiscible Layer: NA 

CASING VOLUME CALCULATION: 8.75 ft of water in casing X 0.0408 gallons/foot = 1.5 total gallons/casing volume 

Equipment Used: Dedicated Bladder Pump Nondedicated Bladder Pump Bailer Other: Peristaltic Pump 

WELL IDENTIFICATION 

Immiscible 
PURGING 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
PH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1424 I 7.19 17.71 914 717 -114.8 26.3 14.76 

1434 1.5 7.08 17.43 879 OOR -96.6 18.7 NA 

1444 3.0 7.07 17.36 876 283 -98.6 19.3 NA 

1454 4.5 7.06 17.34 880 36 -100.9 15.8 NA 

1504 6.0 7.06 17.39 883 34.7 -102.8 14.3 NA 

1514 7.5 7.07 17.38 880 31 -103.5 12.9 NA 

Continued on next page (circle one): yes ( no) 

Well Purged to Dryness? (Y/N): N Time to Recharge: NA Depth to Water (ft TOC): NA 

SAMPLING Equipment Used: Same as above Other: Bailer for VOCs 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
PH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

925 17.8 7 15.54 760 2.95 -36.2 29.7 NA 

FINAL DEPTH TO WATER (ft TOC): NA TIME FINAL DEPTH TAKEN: NA 

SAMPLE ID: MW-160/GW-01 SAMPLE ID FOR QC: NA 

PARAMETERS REQUESTED FOR ANALYSIS: VOCs, SVOCs, PAHs, RCRA-8, TPH 

IDW PURGE WATER TOTAL: 7.5 GAL FLOW THROUGH CELL MODEL #: NA 

Field Sampler(s) Name(s): Jason Yeager 

NAME SIGNATURE DATE 

PREPARED: Jason Yeager 



FIELD GROUND-WATER SAMPLING DATA FORM (continued) 

DATE: 11/7/2014 SITE: NEODESHA, KS VAPOR READING at WELLHEAD: NA 

PROJECT NUMBER: 80435 WEATHER: 30's to 50's, Sunny 

DEPTH TO WATER (ft TOO): 13.96' 

TOTAL DEPTH (ft TOO): 22.01' 

WELL DIAMETER (inches): 2in 

Immiscible Layer Observed? (Y/N): Y Thickness of Immiscible Layer: Sheen 
PURGING 

CASING VOLUME CALCULATION: 8.05 ft of water in casing X 0.0408 gallons/foot = 1.3 total gallons/casing volume 

Equipment Used: Dedicated Bladder Pump Nondedicated Bladder Pump Bailer Other: Peristaltic Pump 

WELL IDENTIFICATION 

MW-161 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
pH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1138 I 7.13 16.58 1190 95.8 -119.5 23.6 13.96 

1147 1.3 7.16 16.32 1138 38.5 -123 19.8 NA 

1156 2.6 7.12 16.22 1111 25.1 -124.2 16.6 NA 

1205 3.9 7.14 16.49 1099 17.4 -127.4 15.9 NA 

1214 5.2 7.14 16.59 1107 9.29 -129.9 12.5 NA 

1223 6.5 7.15 16.5 1090 8.82 -126.7 16.8 NA 

1232 7.8 7.14 16.59 1098 8.97 -128.4 15.1 NA 

Continued on next page (circle one): yes// no) 

Well Purged to Dryness? (Y/N): N Time to Recharge: NA Depth to Water (ft TOC): NA 

SAMPLING Equipment Used: Same as above Other: Bailer for VOCs 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
PH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1235 7.8 7.14 16.59 1098 8.97 -128.4 15.1 NA 

FINAL DEPTH TO WATER (ft TOC): NA TIME FINAL DEPTH TAKEN: NA 

SAMPLE ID: MW-161/GW-01 SAMPLE ID FOR QC: DUP-03 

PARAMETERS REQUESTED FOR ANALYSIS: VOCs, SVOCs, PAHs, RCRA-8, TPH 

IDW PURGE WATER TOTAL: 7.8 GAL FLOW THROUGH CELL MODEL #: NA 

Field Sampler(s) Name(s): Jason Yeager 

NAME SIGNATURE DATE 

PREPARED: Jason Yeager ^— //-*7-/V 



FIELD GROUND-WATER SAMPLING DATA FORM (continued) 

DATE: 11/5/2014 SITE: NEODESHA, KS VAPOR READING at WELLHEAD: NA 

PROJECT NUMBER: 80435 WEATHER: 30's to 60's, Partly Cloudy 

DEPTH TO WATER (ft TOO): 9.66' 

TOTAL DEPTH (ft TOO): 15.76' 

WELL DIAMETER (inches): 2in 

Layer Observed? (Y/N): N Thickness of Immiscible Layer: NA 

CASING VOLUME CALCULATION: 6.10 ft of water in casing X 0.0408 gallons/foot = 1.0 total gallons/casing volume 

Equipment Used: Dedicated Bladder Pump Nondedicated Bladder Pump Bailer Other: Peristaltic Pump 

WELL IDENTIFICATION 

Immiscible 
PURGING 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
pH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1323 I 7.31 19.1 698 20.6 -118.3 49.2 9.66 

1328 1.0 7.33 19.47 668 11.3 -89.4 21.2 NA 

1333 2.0 7.33 18.44 659 6.24 -77 26.8 NA 

1338 3.0 7.34 18.44 655 4.29 -69.7 24.6 NA 

1343 4.0 7.35 18.55 652 2.31 -62.1 22.9 NA 

1348 5.0 7.34 18.57 663 2.06 -61.5 18.8 NA 

1353 6.0 7.33 18.55 662 2.23 -60.6 18.3 NA 

Continued on next page (circle one): yes (no) 

Well Purged to Dryness? (Y/N): N Time to Recharge: NA Depth to Water (ft TOC): NA 

SAMPLING Equipment Used: Same as above Other: Bailer for VOCs 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
PH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1357 6.0 7.33 18.55 662 2.23 -60.6 18.3 NA 

FINAL DEPTH TO WATER (ft TOC): NA TIME FINAL DEPTH TAKEN: NA 

SAMPLE ID: MW-162/GW-01 SAMPLE ID FOR QC: NA 

PARAMETERS REQUESTED FOR ANALYSIS: VOCs, SVOCs, PAHs, RCRA-8, TPH 

IDW PURGE WATER TOTAL: 6.0 GAL FLOW THROUGH CELL MODEL #: NA 

Field Sampler(s) Name(s): Jason Yeager 

NAME SIGNATURE DATE 

PREPARED: Jason Yeager / / - 5 - / V  



FIELD GROUND-WATER SAMPLING DATA FORM (continued) 

DATE: 11/7/2014 SITE: NEODESHA, KS VAPOR READING at WELLHEAD: NA 

PROJECT NUMBER: 80435 WEATHER: 30's to 50's, Sunny 

DEPTH TO WATER (ft TOO): 9.46' 

TOTAL DEPTH (ft TOO): 16.17' 

WELL DIAMETER (inches): 2in 

Immiscible Layer Observed? (Y/N): Y Thickness of Immiscible Layer: Sheen 
PURGING 

CASING VOLUME CALCULATION: 6.71 ft of water in casing X 0.0408 gallons/foot = 1.1 total gallons/casing volume 

Equipment Used: Dedicated Bladder Pump Nondedicated Bladder Pump Bailer Other: Peristaltic Pump 

WELL IDENTIFICATION 

MW-163 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
pH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

842 I 7.11 16.69 989 OOR -45.5 28.8 9.46 

852 1.1 7.22 17.09 1014 81 -106.5 21.4 NA 

859 2.2 7.25 17.36 1027 31.5 -123.1 19.2 NA 

907 3.3 7.26 17.4 1021 17.5 -128.6 14.5 NA 

915 4.4 7.27 17.44 1029 17.6 -131.7 15.9 NA 

923 5.5 7.27 17.39 1027 16.4 -131.2 16.8 NA 

Continued on next page (circle one): yes [ no) 

Well Purged to Dryness? (Y/N): N Time to Recharge: NA Depth to Water (ft TOC): NA 

SAMPLING Equipment Used: Same as above Other: Bailer for VOCs 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
pH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

925 5.5 7.27 17.39 1027 16.4 -131.2 16.8 NA 

FINAL DEPTH TO WATER (ft TOC): NA TIME FINAL DEPTH TAKEN: NA 

SAMPLE ID: MW-163/GW-01 SAMPLE ID FOR QC: NA 

PARAMETERS REQUESTED FOR ANALYSIS: VOCs, SVOCs, PAHs, RCRA-8, TPH 

IDW PURGE WATER TOTAL: 5.5 GAL FLOW THROUGH CELL MODEL #: NA 

Field Sampler(s) Name(s): Jason Yeager 

NAME SIGNATURE DATE 

PREPARED: Jason Yeager //-7-/V 



FIELD GROUND-WATER SAMPLING DATA FORM (continued) 

DATE: 11/7/2014 SITE: NEODESHA, KS VAPOR READING at WELLHEAD: NA 

PROJECT NUMBER: 80435 WEATHER: 30's to 50's, Sunny 

DEPTH TO WATER (ft TOO): 14.21' 

TOTAL DEPTH (ft TOO): 20.62' 

WELL DIAMETER (inches): 2in 

Immiscible Layer Observed? (Y/N): Y Thickness of Immiscible Layer: Sheen 
PURGING 

CASING VOLUME CALCULATION: 6.41 ft of water in casing X 0.0408 gallons/foot = 1.1 total gallons/casing volume 

Equipment Used: Dedicated Bladder Pump Nondedicated Bladder Pump Bailer Other: Peristaltic Pump 

WELL IDENTIFICATION 

MW-164 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
pH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1023 I 7.21 16.29 1180 OOR -116.1 25.1 14.21 

1031 1.1 7.13 16.47 1040 204 -122.7 18.5 NA 

1039 2.2 7.14 16.52 978 58.9 -124.5 15 NA 

1047 3.3 7.13 16.27 954 31 -125.8 15.5 NA 

1055 4.4 7.11 16.4 956 8.31 -127.9 13.8 NA 

1103 5.5 7.1 16.31 955 7.95 -128.4 14.3 NA 

1111 6.6 7.1 16.36 952 7.73 -128.7 14.9 NA 

Continued on next page (circle one): yes (no) 

Well Purged to Dryness? (Y/N): N Time to Recharge: NA Depth to Water (ft TOC): NA 

SAMPLING Equipment Used: Same as above Other: Bailer for VOCs 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
pH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1114 6.6 7.1 16.36 952 7.73 -128.7 14.9 NA 

FINAL DEPTH TO WATER (ft TOC): NA TIME FINAL DEPTH TAKEN: NA 

SAMPLE ID: MW-164/GW-01 SAMPLE ID FOR QC: NA 

PARAMETERS REQUESTED FOR ANALYSIS: VOCs, SVOCs, PAHs, RCRA-8, TPH 

IDW PURGE WATER TOTAL: 6.6 GAL FLOW THROUGH CELL MODEL #: NA 

Field Sampler(s) Name(s): Jason Yeager 

NAME SIGNATURE DATE 

PREPARED: Jason Yeager , 



FIELD GROUND-WATER SAMPLING DATA FORM 

DATE: 11/6/2014 SITE: NEODESHA, KS VAPOR READING at WELLHEAD: NA 

PROJECT NUMBER: 80435 WEATHER: 40's to 50's, Sunny 

DEPTH TO WATER (ft TOO): 15.20' 

TOTAL DEPTH (ft TOO): 24.34' 

WELL DIAMETER (inches): 2in 

Immiscible Layer Observed? (Y/N): N Thickness of Immiscible Layer: NA 
PURGING 

CASING VOLUME CALCULATION: 9.14 ft of water in casing X 0.0408 gallons/foot = 1.5 total gallons/casing volume 

Equipment Used: Dedicated Bladder Pump Nondedicated Bladder Pump Bailer Other: Peristaltic Pump 

WELL IDENTIFICATION 

MW-165 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
pH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1654 I 7.01 17.32 855 53 -95.6 37.8 15.2 

1700 1.5 6.99 17.36 852 11.7 -117.9 40.9 NA 

1706 3.0 7.01 17.32 862 6.82 -111.9 36.8 NA 

1712 4.5 7.01 17.08 861 4.2 -108.2 33.2 NA 

1718 6.0 7.01 17.16 847 4.16 -109.7 31.1 NA 

1724 7.5 7.01 17.2 868 3.81 -110.3 27.4 NA 

Continued on next page (circle one): yes noj 

Well Purged to Dryness? (Y/N): N Time to Recharge: NA Depth to Water (ft TOC): NA 

SAMPLING Equipment Used: Same as above Other: Bailer for VOCs 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
PH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1728 7.5 7.01 17.2 868 3.81 -110.3 27.4 NA 

FINAL DEPTH TO WATER (ft TOC): NA TIME FINAL DEPTH TAKEN: NA 

SAMPLE ID: MW-165/GW-01 SAMPLE ID FOR QC: NA 

PARAMETERS REQUESTED FOR ANALYSIS: VOCs, SVOCs, PAHs, RCRA-8, TPH 

IDW PURGE WATER TOTAL: 7.5 GAL FLOW THROUGH CELL MODEL #: NA 

Field Sampler(s) Name(s): Jason Yeager 

NAME SIGNATURE DATE 

PREPARED: Jason Yeager ^2 



FIELD GROUND-WATER SAMPLING DATA FORM 

DATE: 11/4/2014 SITE: NEODESHA, KS VAPOR READING at WELLHEAD: NA 

PROJECT NUMBER: 80435 WEATHER: 40's to 50's, Cloudy 

DEPTH TO WATER (ft TOO): 10.68' 

TOTAL DEPTH (ft TOO): 18.54' 

WELL DIAMETER (inches): 2in 

Immiscible Layer Observed? (Y/N): N Thickness of Immiscible Layer: NA 
PURGING 

CASING VOLUME CALCULATION: 7.86 ft of water in casing X 0.0408 gallons/foot =1.2 total gallons/casing volume 

Equipment Used: Dedicated Bladder Pump Nondedicated Bladder Pump Bailer Other: Peristaltic Pump 

WELL IDENTIFICATION 

MW-166 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
PH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 
1829 I 7.33 17.4 633 213 -95.9 76.0 10.68 

1836 1.3 7.54 18.3 638 1000 -63.5 59.4 NA 

1843 2.6 7.68 18.48 691 1000 -41.7 59.5 NA 

1850 3.9 7.76 18.61 723 1000 -26.3 78.1 NA 

1857 5.2 7.76 18.44 727 983 -21.8 53.2 NA 

1904 6.5 7.79 18.43 742 914 -23.2 49.5 NA 

1911 7.8 7.83 18.43 735 898 -24.9 46.8 NA 

Continued on next page (circle one): yes ( no^ 

Well Purged to Dryness? (Y/N): N Time to Recharge: NA Depth to Water (ft TOC): NA 

SAMPLING Equipment Used: Same as above Other: Bailer for VOCs 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
PH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 
1917 7.8 7.83 18.43 735 898 -24.9 46.8 NA 

FINAL DEPTH TO WATER (ft TOC): NA TIME FINAL DEPTH TAKEN: NA 

SAMPLE ID: MW-166/GW-01 SAMPLE ID FOR QC: NA 

PARAMETERS REQUESTED FOR ANALYSIS: VOCs, SVOCs, PAHs, RCRA-8, TPH 

IDW PURGE WATER TOTAL: 7.8 GAL FLOW THROUGH CELL MODEL #: NA 

Field Sampler(s) Name(s): Jason Yeager 

NAME SIGNATURE DATE 

PREPARED: Jason Yeager //7v^/g.O/V 



FIELD GROUND-WATER SAMPLING DATA FORM (continued) 

DATE: 11/6/2014 SITE: NEODESHA, KS VAPOR READING at WELLHEAD: NA 

PROJECT NUMBER: 80435 WEATHER: 40's to 50's, Sunny 

DEPTH TO WATER (ft TOO): 6.92' 

TOTAL DEPTH (ft TOO): 17.81' 

WELL DIAMETER (inches): 2in 

Immiscible Layer Observed? (Y/N): N Thickness of Immiscible Layer: NA 
PURGING 

CASING VOLUME CALCULATION: 10.89 ft of water in casing X 0.0408 gallons/foot = 1.8 total gallons/casing volume 

Equipment Used: Dedicated Bladder Pump Nondedicated Bladder Pump Bailer Other: Peristaltic Pump 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
PH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1754 I 7.31 17.37 562 OOR -109 36.3 6.92 

1802 1.8 7.21 17.45 638 395 -88.5 29.6 NA 

1810 3.6 7.05 17.5 580 OOR -76.4 26.7 NA 

1818 5.4 6.69 17.81 694 781 -84.1 26.2 NA 

1826 7.2 6.91 17.56 577 286 -97.6 25.9 NA 

1834 9.0 6.89 17.82 615 302 -89.7 22.2 NA 

1842 10.8 6.87 17.93 611 287 -85.1 16.5 NA 

1850 13.6 6.78 17.84 658 299 , ̂ -83.1 19.4 NA 
Continued on next page (circle one): yes l no^ 

Well Purged to Dryness? (Y/N): N Time to Recharge: NA Depth to Water (ft TOC): NA 

SAMPLING Equipment Used: Same as above Other: Bailer for VOCs 

WELL IDENTIFICATION 

MW-167 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
PH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1854 13.6 6.78 17.84 658 299 -83.1 19.4 NA 

FINAL DEPTH TO WATER (ft TOC): NA TIME FINAL DEPTH TAKEN: NA 

SAMPLE ID: MW-167/GW-01 SAMPLE ID FOR QC: NA 

PARAMETERS REQUESTED FOR ANALYSIS: VOCs, SVOCs, PAHs, RCRA-8, TPH 

IDW PURGE WATER TOTAL: 13.6 GAL FLOW THROUGH CELL MODEL #: NA 

Field Sampler(s) Name(s): Jason Yeager 

NAME SIGNATURE DATE 

PREPARED: Jason Yeager //~(* -/*/ 



FIELD GROUND-WATER SAMPLING DATA FORM (continued) 

DATE: 11/5/2014 SITE: NEODESHA, KS VAPOR READING at WELLHEAD: NA 

PROJECT NUMBER: 80435 WEATHER: 30's to 60's, Partly Cloudy 

DEPTH TO WATER (ft TOO): 7.69' 

TOTAL DEPTH (ft TOO): 15.90' 

WELL DIAMETER (inches): 2in 

Immiscible Layer Observed? (Y/N): N Thickness of Immiscible Layer: NA 
PURGING 

CASING VOLUME CALCULATION: 8.21 ft of water in casing X 0.0408 gallons/foot = 1.3 total gallons/casing volume 

Equipment Used: Dedicated Bladder Pump Nondedicated Bladder Pump Bailer Other: Peristaltic Pump 

WELL IDENTIFICATION 

MW-168 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
pH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1838 I 7.13 18.41 614 OOR -112.2 31.1 7.69 

1844 1.3 7.13 18.86 586 108 -136.3 21 NA 

1850 2.7 7.13 19.04 596 54.1 -138.3 15.5 NA 

1856 4.0 7.12 18.94 602 42.2 -137 20.6 NA 

1902 5.3 7.13 18.87 596 36 -136.5 11.9 NA 

1908 6.7 7.13 18.85 601 37.1 -139.8 14.3 NA 

1914 8.0 7.13 18.81 599 34.6 -140.9 12.5 NA 

Continued on next page (circle one): yes f no) 

Well Purged to Dryness? (Y/N): N Time to Recharge: NA Depth to Water (ft TOC): NA 

SAMPLING Equipment Used: Same as above Other: Bailer for VOCs 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
PH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1918 8.0 7.13 18.81 599 34.6 -140.9 12.5 NA 

FINAL DEPTH TO WATER (ft TOC): NA TIME FINAL DEPTH TAKEN: NA 

SAMPLE ID: MW-168/GW-01 SAMPLE ID FOR QC: NA 

PARAMETERS REQUESTED FOR ANALYSIS: VOCs, SVOCs, PAHs, RCRA-8, TPH 

IDW PURGE WATER TOTAL: 8.0 GAL FLOW THROUGH CELL MODEL #: NA 

Field Sampler(s) Name(s): Jason Yeager 

NAME SIGNATURE DATE 

PREPARED: Jason Yeager t l - S - H  



FIELD GROUND-WATER SAMPLING DATA FORM (continued) 

DATE: 11/5/2014 SITE: NEODESHA, KS VAPOR READING at WELLHEAD: NA 

PROJECT NUMBER: 80435 WEATHER: 30's to 60's, Partly Cloudy 

DEPTH TO WATER (ft TOO): 3.38' 

TOTAL DEPTH (ft TOO): 14.32' 

WELL DIAMETER (inches): 2in 

Immiscible Layer Observed? (Y/N): Y Thickness of Immiscible Layer: Sheen 
PURGING 

CASING VOLUME CALCULATION: 10.94 ft of water in casing X 0.0408 gallons/foot =1.8 total gallons/casing volume 

Equipment Used: Dedicated Bladder Pump Nondedicated Bladder Pump Bailer Other: Peristaltic Pump 

WELL IDENTIFICATION 

MW-169 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
PH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1205 I 7.31 19.72 908 35.3 -189.1 42.7 3.38 

1215 1.8 7.27 19.47 855 14.6 -165.2 16.8 NA 

1225 3.6 7.25 19.55 849 5.71 -158.3 16.3 NA 

1235 5.4 7.26 19.47 847 2.52 -149.2 14.5 NA 

1245 7.2 7.27 19.46 849 3.31 -153.8 10.4 NA 

1255 9.0 7.27 19.41 848 2.59 -154.3 9.8 NA 

Continued on next page (circle one): yes (no) 

Well Purged to Dryness? (Y/N): N Time to Recharge: NA Depth to Water (ft TOC): NA 

SAMPLING Equipment Used: Same as above Other: Bailer for VOCs 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
PH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1258 9.0 7.27 19.41 848 2.59 -154.3 9.8 NA 

FINAL DEPTH TO WATER (ft TOC): NA TIME FINAL DEPTH TAKEN: NA 

SAMPLE ID: MW-169/GW-01 SAMPLE ID FOR QC: NA 

PARAMETERS REQUESTED FOR ANALYSIS: VOCs, SVOCs, PAHs, RCRA-8, TPH 

IDW PURGE WATER TOTAL: 9.0 GAL FLOW THROUGH CELL MODEL #: NA 

Field Sampler(s) Name(s): Jason Yeager 

NAME SIGNATURE DATE 

PREPARED: Jason Yeager 4 



FIELD GROUND-WATER SAMPLING DATA FORM (continued) 

DATE: 11/5/2014 SITE: NEODESHA, KS VAPOR READING at WELLHEAD: NA 

PROJECT NUMBER: 80435 WEATHER: 30's to 60's, Partly Cloudy 

DEPTH TO WATER (ft TOO): 5.66' 

TOTAL DEPTH (ft TOO): 17.22' 

WELL DIAMETER (inches): 2in 

Immiscible Layer Observed? (Y/N): N Thickness of Immiscible Layer: NA 
PURGING 

CASING VOLUME CALCULATION: 11.56 ft of water in casing X 0.0408 gallons/foot = 1.9 total gallons/casing volume 

Equipment Used: Dedicated Bladder Pump Nondedicated Bladder Pump Bailer Other: Peristaltic Pump 

WELL IDENTIFICATION 

MW-170 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
pH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1042 I 7.08 18.89 1131 50.5 -85.1 37.5 5.66 

1053 1.9 7.03 18.98 1134 11 -147.1 8.8 NA 

1104 3.8 7.03 19.29 1135 3.25 -170.9 9.5 NA 

1115 5.7 7.04 19.18 1126 3.17 -193.9 8.2 NA 

1126 7.6 7.04 19.12 1124 3.69 -199.6 7.1 NA 

1137 9.5 7.03 19.1 1128 3.51 -203.7 5.3 NA 

Continued on next page (circle one): yes (no) 

Well Purged to Dryness? (Y/N): N Time to Recharge: NA Depth to Water (ft TOC): NA 

SAMPLING Equipment Used: Same as above Other: Bailer for VOCs 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
PH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1141 9.5 7.03 19.1 1128 3.51 -203.7 5.3 NA 

FINAL DEPTH TO WATER (ft TOC): NA TIME FINAL DEPTH TAKEN: NA 

SAMPLE ID: MW-170/GW-01 SAMPLE ID FOR QC: NA 

PARAMETERS REQUESTED FOR ANALYSIS: VOCs, SVOCs, PAHs, RCRA-8, TPH 

IDW PURGE WATER TOTAL: 9.5 GAL FLOW THROUGH CELL MODEL #: NA 

Field Sampler(s) Name(s): Jason Yeager 

NAME SIGNATURE DATE 

PREPARED: Jason Yeager // -/V 



FIELD GROUND-WATER SAMPLING DATA FORM (continued) 

DATE: 11/3/2014 SITE: NEODESHA, KS VAPOR READING at WELLHEAD: NA 

PROJECT NUMBER: 80435 WEATHER: 50's to 60's, Cloudy 

DEPTH TO WATER (ft TOO): 5.17' 

TOTAL DEPTH (ft TOO): 12.86' 

WELL DIAMETER (inches): 2in 

Layer Observed? (Y/N): N Thickness of Immiscible Layer: NA 

CASING VOLUME CALCULATION: 7.69 ft of water in casing X 0.0408 gallons/foot = 1.25 total gallons/casing volume 

Equipment Used: Dedicated Bladder Pump Nondedicated Bladder Pump Bailer Other: Peristaltic Pump 

WELL IDENTIFICATION 

Immiscible 
PURGING 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
PH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1517 I 7.01 17.22 790 OOR -49.6 30.0 5.17 

1524 1.25 6.33 16.94 762 43.2 -25.3 29.1 NA 

1534 2.5 6.33 16.92 786 12.7 -54.5 19.3 NA 

1544 3.75 6.57 16.88 757 11.9 -76.9 16.8 NA 

1553 5.0 6.66 16.75 754 6.37 -83.0 21.8 NA 

1602 6.0 6.72 16.74 752 5.64 -85.5 27.4 6.72 

Continued on next page (circle one): yes / no 

Well Purged to Dryness? (Y/N): N Time to Recharge: NA Depth to Water (ft TOC): NA 

SAMPLING Equipment Used: Same as above Other: Bailer for VOCs 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
pH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1605 6.0 6.72 16.74 752 5.64 -85.5 27.4 6.72 

FINAL DEPTH TO WATER (ft TOC): 6.72 TIME FINAL DEPTH TAKEN: 1602 

SAMPLE ID: MW-171/GW-01 SAMPLE ID FOR QC: NA 

PARAMETERS REQUESTED FOR ANALYSIS: VOCs, SVOCs, PAHs, RCRA-8, TPH 

IDW PURGE WATER TOTAL: 6 GAL FLOW THROUGH CELL MODEL #: NA 

Field Sampler(s) Name(s): Jason Yeager 

NAME SIGNATURE DATE 

PREPARED: Jason Yeager 



FIELD GROUND-WATER SAMPLING DATA FORM 

DATE: 11/6/2014 SITE: NEODESHA, KS VAPOR READING at WELLHEAD: NA 

PROJECT NUMBER: 80435 WEATHER: 40's to 50's, Sunny 

DEPTH TO WATER (ft TOO): 4.80' 

TOTAL DEPTH (ft TOO): 22.92' 

WELL DIAMETER (inches): 2in 

Layer Observed? (Y/N): N Thickness of Immiscible Layer: NA 

CASING VOLUME CALCULATION: 18.12 ft of water in casing X 0.0408 gallons/foot = 3.0 total gallons/casing volume 

Equipment Used: Dedicated Bladder Pump Nondedicated Bladder Pump Bailer Other: Peristaltic Pump 

WELL IDENTIFICATION 

Immiscible 
PURGING 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
pH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

707 I 7.06 15.14 773 23.7 92 43.4 4.8 

720 3.0 7.07 15.68 755 13.7 68.8 37.8 NA 

735 5.9 7.02 15.48 826 4.37 21.2 34.7 NA 

749 8.9 7 15.46 812 2.45 -10.3 32.8 NA 

803 11.9 6.98 15.55 784 2.93 -33.8 34.1 NA 

817 14.8 6.99 15.51 763 2.78 -37 30.3 NA 

831 17.8 7 15.54 760 2.95 -36.2 29.7 NA 

Continued on next page (circle one): yes / no 

Well Purged to Dryness? (Y/N): N Time to Recharge: NA Depth to Water (ft TOC): NA 

SAMPLING Equipment Used: Same as above Other: Bailer for VOCs 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
PH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

833 17.8 7 15.54 760 2.95 -36.2 29.7 NA 

FINAL DEPTH TO WATER (ft TOC): NA TIME FINAL DEPTH TAKEN: NA 

SAMPLE ID: MW-172/GW-01 SAMPLE ID FOR QC: NA 

PARAMETERS REQUESTED FOR ANALYSIS: VOCs, SVOCs, PAHs, RCRA-8, TPH 

IDW PURGE WATER TOTAL: 17.8 GAL FLOW THROUGH CELL MODEL #: NA 

Field Sampler(s) Name(s): Jason Yeager 

NAME SIGNATURE DATE 

PREPARED: Jason Yeager c^ // - -H 



FIELD GROUND-WATER SAMPLING DATA FORM (continued) 

DATE: 11/7/2014 SITE: NEODESHA, KS VAPOR READING at WELLHEAD: NA 

PROJECT NUMBER: 80435 WEATHER: 30's to 50's, Sunny 

DEPTH TO WATER (ft TOO): 13.39' 

TOTAL DEPTH (ft TOO): 21.99' 

WELL DIAMETER (inches): 2in 

Layer Observed? (Y/N): N Thickness of Immiscible Layer: NA 

CASING VOLUME CALCULATION: 8.60 ft of water in casing X 0.0408 gallons/foot = 1.4 total gallons/casing volume 

Equipment Used: Dedicated Bladder Pump Nondedicated Bladder Pump Bailer Other: Peristaltic Pump 

WELL IDENTIFICATION 

Immiscible 
PURGING 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
pH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1303 I 6.99 17.86 1856 308 -119.2 30.8 13.39 

1312 1.4 6.97 17.56 1780 30.6 -114.8 20.5 NA 

1321 2.8 6.98 17.38 1641 15 -115.5 18.9 NA 

1330 4.2 6.99 17.38 1544 19.9 -117.8 16.5 NA 

1339 5.6 6.99 17.43 1485 19.5 -121.6 13.9 NA 

1348 7.0 6.98 17.37 1446 20 -122.8 18.5 NA 

1357 8.4 6.98 17.33 1454 18.6 -121.4 16.6 NA 

Continued on next page (circle one): yes / no 

Well Purged to Dryness? (Y/N): N Time to Recharge: NA Depth to Water (ft TOC): NA 

SAMPLING Equipment Used: Same as above Other: Bailer for VOCs 

Time 
(24 hrs) 

Amount 
Purged 
(gals) 

Flow 
Rate 

(mL/min) 
PH 

Temp. 
(°C) 

Conductivity 
(mS/cm) 

Turbidity 
(NTUs) 

ORP 
(mV) 

D.O. 
(mg/L) 

Depth to 
Water 

(ft TOC) 

1400 8.4 6.98 17.33 1454 18.6 -121.4 16.6 NA 

FINAL DEPTH TO WATER (ft TOC): NA TIME FINAL DEPTH TAKEN: NA 

SAMPLE ID: MW-173/GW-01 SAMPLE ID FOR QC: NA 

PARAMETERS REQUESTED FOR ANALYSIS: VOCs, SVOCs, PAHs, RCRA-8, TPH 

IDW PURGE WATER TOTAL: 8.4 GAL FLOW THROUGH CELL MODEL #: NA 

Field Sampler(s) Name(s): Jason Yeager 

NAME SIGNATURE DATE 

PREPARED: Jason Yeager /t ~ 7 - / V  


